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Specifications:
4 XL

4"

80-20KHz
87 dB
50 W
100 W
220 W
4 Ohm

20mm Silk

2.5K
4.13"
3.68"
2.2"

5 XL
5.25"

72-20KHz
92 dB
60 W

120 W
250 W
4 Ohm

20mm Silk

2.5K
5.07"
4.4"

2.24"

6 XL
6.5"

58-20KHz
90 dB
75 W

150 W
300 W
4 Ohm

20mm Silk

2.5K
6.5"
5.6"

2.49"

8 XL
 8"

50-20KHz
93.5 dB
120 W
240 W
500 W
4 Ohm

25mm Silk

2.0K
8"
7"

3.46"

46 XL
4x6"

95-20KHz
90.7 dB
60 W

120 W
250 W
4 Ohm

20mm Silk

2.5K
6.1"

5.53"
2.24"Mounting Depth

ledoM
Woofer Size
Tweeter Size
Frequency Range
SPL @ 1W
Watts RMS
Maximum Power
Peak Power
Impedance
Crossover Point
Frame Diameter
Mounting Hole Diameter

57 XL
5x7"(6x8”) 

58-20KHz
91.5 dB
70 W

140 W
280 W
4 Ohm

20mm Silk

2.5K
9.0"
7.38"
2.25"

69 XL
6x9"

70-20KHz
90 dB
80 W

160 W
320 W
4 Ohm

25mm Silk

2.5K
9.21"
8.4"
3.4"

500
PEAK WATTS

280
PEAK WATTS

320
PEAK WATTS

General Features:
* Heavy Gauge Steel Basket With Thick Power Coating
* Rugged Construction To Withstand Harsh Mobile Environments
* Two Piece Custom Paintable Metal Grills (Execpt LX 46, LX 57)
* High Flux Y35 Strontium Ferrite Magnet
* Built-in 6 dB Crossover
* Custom Designed Pole Piece For Low Distortion And Sound Quality
* High Temperature 100% Pure Copper Voice Coil
* UV Protected Poly Injectioned Cone With Butyl Rubber Surround
* Fully Isolated Tinsel Leads To Eliminate Crosstalk 
* 20mm Soft Dome Swivel Tweeter   
* 25mm Soft Dome Swivel tweeter (LX 69, LX 8) 


