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General Fealtures:

* Heavy Gauge Steel Basket With Thick Power Coating

* Rugged Construction to withstand harsh mobile environment
* Two Piece Custom Paintable Metal Crills (execpt VX 68)
* High Flux Y35 Strontium Ferrite Magnet
* Built-in 6 dB crossover (Co-Axial)

*

* High Temperature 100% pure copper Voice Coil
* UV protected Poly Injectioned Cone With Butyl Rubber Surround

* Fully Isolated Tinsel Leads to eliminate crosstalk

Custom designed pole piece for low distortion and sound quality

* 20mm Soft Dome Directional tweeter With Multi mountings (Kit)

*

Competition Grade 12 dB Crossover (Kit)

Specifications:

Model VX5 VX 6 VX 68 VX 69 VK 6
Woofer Size 525" 6.5" 5x7" / 6x8" 6x9" 6.5"
Tweeter Size 20mm Silk 20 mm Silk 20mm silk 2" mid / 13mm mylar 20 mm Silk
Frequency Range 65-20Khz 60-20KHz 60-20Khz 50-20Khz 60-20 KHz
SPL @ 1W 88 dB 87 dB 88 dB 86 dB 88 dB
Watts RMS 50 W 60 W 60 W 70 W 60 W
Maximum Power 100 W 120 W 120 W 140 W 120 W
Peak Power 200 W 250 W 250 W 300 W 250 W
Impedance 4 Ohm 4 Ohm 4 Ohm 4 Ohm 4 Ohm
Crossover Point 2.5K 2.5K 2.0K 1.5K 2.5K/5.2K
Frame Diameter 5.07" 6.5" 9.0" 9.21" 6.5"
Mounting Hole Diameter 4.4" 56" 7.38" 8.4" 5.6"
Mounting Depth 2.25" 24" 2.25" 3.4" 2.4"
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